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_________________________________
Vice-President (Certification Department)
TÜV SÜD PSB

This Certificate is the property of TÜV SÜD PSB Pte Ltd. Reports listed in this certificate is an integral part of the certificate and 
should be read in conjunction with it. The use of this Certificate is subjected to TÜV SÜD Group Testing and Certification 
Regulations; TÜV SÜD PSB Pte Ltd (PSB) General Terms and Conditions of Business and PSB Product Listing Scheme (PLS) 
Application Fact Sheet. The manufacturer is solely responsible for compliance of any product that has the same designation as 
the product type-tested. Persons relying on this Certificate should verify its validity by checking the e-directory: 
www.tuvsud.com/ps-cert. For more information on TÜV SÜD PSB Pte Ltd product certification: www.tuv-sud-psb.sg

TÜV SÜD PSB Pte Ltd     15 International Business Park     TÜV SÜD @ IBP     Singapore 609937

Certificate Holder: PGF Insulation Sdn Bhd
2449, Lorong Perusahaan 10,
Kawasan Perusahaan Perai,
13600 Perai, Penang
MALAYSIA

UEN - 228905-M

Local Agent: UBZ System Pte Ltd
2 Ubi View, #01-01, Singapore 408556, SINGAPORE

UEN - 201216889D

Product: Thermal Insulation Materials

Brand Name: ECOWOOL

Model(s): Roll; DuctGuard 

Product Details: Rating: Class 0
Thickness: 25mm; 50mm
Bulk Density: 36kg/m3; 40kg/m3

Tested on the Double Sided Reinforced Aluminium Foil face

Refer to following page(s) 

Standard(s): BS 476-6:1989/A1:2009
BS 476-7:1997

Country of Origin: Malaysia

Test Report(s): 7191225257-MEC19/A1-YWA, 7191225257-MEC19/A2-YWA, 
7191225257-MEC19/B1-YWA, 7191225257-MEC19/B2-YWA

Valid until: 2025-04-08
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Product Details:

Thickness (mm) Bulk Density (kg/m3)

25 40

50 36
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This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




